MAC DRIVER 4.0 (PCL MODE)
SETUP GUIDE




Legal Notes

Unauthorized reproduction of all or part of this guide is prohibited.
The information in this guide is subject to change without notice.
We cannot be held liable for any problems arising from the use of this product, regardless of the information herein.

Regarding Trademarks

Mac, Mac OS, and Bonjour are trademarks of Apple Inc., registered in the U.S. and other countries.
Windows is a registered trademark or trademark of Microsoft Corporation in the United States and/or other countries.

© 2017 KYOCERA Document Solutions Inc.



Table of Contents

Chapter 1 Installation
Package INSTAllEr SELUP ........eiiiiiieei et e e e et e eee e e anee e e e e e sneeeeaneeeennes 11
F e (o [ o [ o 11 (=1 =R 1-4
SWItChING 0 PCL MOE ...ttt e e e 1-6
Configuring Installable OPLIONS .......coouiiiiiii e 1-7
Chapter2 PDL Switch Tool
PDL SWitCh Preference PAne ...........ocooiiiiiiiiieie ettt 21
Switching between KPDL, PDF, and PCL MOQES .......c.cieiiiiiiiieeniie e 2-2
Uninstalling the PDL SWItCh TOOI .......ccociiiiiiieiie et s 2-2
Chapter 3 PCL Mode Features
PRINEDIAIOG ...ttt 3-1
Standard Panes for PCL Mode (Raster DIiVEr) ........cooueiiiiiiiiiiiiee e 3-1
Chapter 4 Print Panel Application
PrHNIEI PANE ..ottt 4-1
BASIC PANE ... e 4-2
LAYOUL PANE ...ttt et e ettt e e e ettt e e e e et et e e e e e nae e e e e e nneneeeeeannees 4-2
FINISNING PANE ...t e et e et e e sn e e et e e e e nnneas 4-3
IMAGING PANE ... ettt e bt e et enne s 4-4
JOD PANE ettt nanes 4-5
F Y oo 101 A1 = (o o [PPSO RRUSOTSRRN 4-6
SUPPOrted PriNt FEALUIES ...t e e e e e s et e e e e e abeeeaeeeaees 4-7
Chapter 5 PCL Comparison with KPDL

MAC DRIVER 4.0 (PCL MODE) i



1 Installation

Mac Driver 4.0 supports Mac OS X 10.8 and later. Its PCL Mode can be
installed by running the provided package installer. A user account with
administrative rights is required to perform the installation. The recommended
steps are described below.

Package Installer Setup

You can install the driver using the provided package installer.
1. Double-click the .DMG file to run the installer.
2. In the installer dialog, click Continue to proceed to the Readme page.

@ Install Olivetti Macintosh
Welcome to the Olivetti Macintosh Installer

You will be guided through the steps necessary to install this software.
@ Introduction
This driver supports PCL and PDF modes in addition to the default KPDL mode.
® Read Me You can switch to either PCL or PDF mode if ideal performance is not achieved
using KPDL mode. PCL and PDF modes are generic drivers that support limited
printing features.

® License

@ Destination Select
| —

@ Installation Type

@ Installation

@® Summary

Corpor
ument Solut

Go Back | Continue

3. Click Continue to proceed to the license agreement page.
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Installation

@ Install Olivetti Macintosh a8

Important Information

Macintosh Installer Readme

© Introduction ExMaOSX
© Read Me

Contents
@ License

Setting the Emulation Mode at the Operation Panel

@ Destination Selec; e

@ Installation Type About USB Connections
. Resource Saving - Paper
@ Installation Energy Efficiency - Energy Star (ENERGY STAR®) Program

® Summary Environmental Benefits of “Duplex Printing™
Environmental Benefits of “Power Management™

- The Mac OS X Print architecture parses the contents of a Postscript Printer

Description (PPD) file to interpret the printing system features, then builds

a user interface based on that information. The installer provides PPD files

for the printing systems.

Setting the Emulation Mode at the Operation Panel

You must change the Printer Description Language (PDL) emulation

© 2017 KYOCERA Corporation, ‘

KYOCERA Document Solutions Inc. Print... | | Save... | | Go Back | | Continue

4. Review the Software License Agreement, and then click Continue.

@ Install Olivetti Macintosh a

Software License Agreement

A

| English =

© Introduction

PLEASE READ THIS LICENSE AGREEMENT CAREFULLY BEFORE USING OR

© Read Me INSTALLING THE SOFTWARE. BY USING OR INSTALLING THE SOFTWARE,
) YOU AGREE TO BECOME BOUND BY THE TERMS AND CONDITIONS OF THIS
O License LICENSE AGREEMENT. IF YOU DO NOT AGREE TO THESE TERMS AND

CONDITIONS, DO NOT INSTALL OR USE THE SOFTWARE.
@® Destination Selecs
LICENSE AGREEMENT
@ Installation Type
License. KYOCERA Document Solutions Inc. (‘'KYOCERA") grants you a non-

@ Installation exclusive, non-iransferable license 1o use the Software and related materals
included In this package (all referred 10 herein as the “Software”). “Use” means
@® Summary stoning, loading, Instaling, executing or displaying the Software.
You may not:
| —

a) modity, transiate, reverse engineer, decomplle, disassemble, create
derivative works based on, or copy (except for the backup copy) the
Software;

D) rent, transfer or grant any nights In the Software In any form to any
person without the prior written consent of KYOCERA,;

c) remove any proprietary notices, labels or marks on the Software;

d) Post the Software to any location that Is electronically accessible to the
general public, including, but not imited to: electronic bulletin boards,
web sites, and fip sites.

© 2017 KYOCERA Corporation, l

KYOCERA Document Solutions Inc. Print... | | Save... | | Go Back | | Continue

5. Click Agree to accept the terms of the license agreement.
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Installation

& Install Olivetti Macintosh a |

To continue installing the software you must agree to the terms
of the software license agreement.

O Int

O Re: Click Agree to continue or click Disagree to cancel the installation f
. and quit the Installer. s

O Lic D

LAE | |  Read License | | Disagree | |  Agree \

® Ins|

@ Installation

@® Summary

© 2017 KYOCERA Corporation,
KYOCERA Document Solutions Inc.

. s ¥
exclusive, non-transferable license to use the Software and related matenals
included In this package (all referred to herein as the “Software”). “Use” means
storing, loading, Instaling, executing or displaying the Software.

You may not:

a) modify, translate, reverse engineer, decomplie, disassemble, create
derivative works based on, or copy (except for the backup copy) the
Software; |

D) rent, transfer or grant any nghts In the Software in any form to any !
person without the prior written consent of KYOCERA;

c) remove any proprietary notices, labels or marks on the Software;

d) Post the Software 1o any location that Is electronically accessible to the
general public, Including, but not imited to: electronic bulletin boards,
web sites, and fip sites.

Print... | | Save.. | | GoBack | | Continue |

6. Click Install and enter the admin password to complete the standard
installation. Alternatively, you can select Customize to perform a custom
installation. For custom installation, select the Print Option Pane checkbox to
install the Print Option Pane.

@ Install Olivetti Macintosh a8

© Introduction

© Read Me

O License

© Destination Select
© Installation Type
@ Installation

@ Summary

© 2017 KYOCERA Corporation,

KYOCERA Document Solutions Inc.

Standard Install on “Partition 2"

This will take 31.2 MB of space on your computer.

Click Install to perform a standard installation of
this software for all users of this computer. All
users of this computer will be able to use this
software.

| Customize | GoBack | | |Install |

Standard Installation Page

1-3
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Installation

@ Install Olivetti Macintosh &

Custom Install on “Partition 2"

'Package Name Action Size
© Introduction v/ Olivetti PPD Installer Upgrade 20.7 MB
© Read M [/ Duplex On Skip 20.7 MB

LL AL v Summary PDE v4.0.1403 Upgrade 1.2 MB

O License v/ Print Panel App v1.0.1403 Upgrade 7.5 MB
@ Destination Sclott v/ kyofilter CUPS filter v4.0.1320 Upgrade 487 KB
- — v/ kyoprefilter CUPS filter v4.0.0819 Upgrade 193 KB

© Installation Type v raster filter v4.0.0819 Upgrade 324 KB
® Installation  Print Option Pane v4.1111 Upgrade 532 KB

v/ kyoPDFfilter v4.0.1327
oGy yoPDFfilter ).13 Upgrade 303 KB
Space Required: 31.2 MB Remaining: 78.73 CB
IO ot et | Standard Install | | GoBack | [ Install |

Custom Installation Page
7. Click Close to exit when the installation is complete.
& Install Olivetti Macintosh a8

The installation was completed successfully.

© Introduction

© Read Me

O License

© Destination Select
T The installation was successful.
O Installation

© Summary The software was installed.

7 KYOCERA Corporation, .
Document Solutions Inc. Go Back | Close

Adding Printers

After you install the driver, you can add the printers to be used on the system.

1. Open System Preferences and click Print & Fax (this may also be called
Print & Scan or Printers & Scanners, depending on the Mac OS X version you
are using).
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Installation

Print & Fax

=

Print & Fax

2. In the Print & Fax dialog, you can click the “+” icon at the bottom of the
Printers list to open the Add Printer dialog (this may also be called Add,
depending on the Mac OS X version you are using).

<>

[ e Ul

~_~ Kyocera TASKalfa 755
L= o Idle

Kyocera TASKalfa 755
M e Idle
~_~ Kyocera TASKalfa 755
L= o Idle
OLIVETTI d-Color MF..
@ |dle
olivetti d-copia 3001
* Offline
= OLIVETTId-COPIA 42
L= e ide
= olivetti dcolor p2226...
L= o dle

~~ OLIVETTI pgl 2030
= o de

Printers & Scanners Q

Print  Scan

OLIVETTI d-Color MF 2001
e ( ;
- | Open Print Queue... |
[ Options & Supplies... J
Location:

Kind: OLIVETTI d-Color MF2001 (KPDL)
Status: Idle

|| Share this printer on the network | Sharing Preferences...
Default printer:  4.4.4.4 3
Default paper size: = US Letter | 3/

To add a printer, you must first choose a connection type—Bonjour, IP Printer,
or Windows. If you choose the Default connection type, Printer Setup Utility
displays a list of all available printers with Bonjour support.

When you select a printer to add to the Printers list, Printer Setup Utility
retrieves the selected printer’'s address, icon, and model information. Printer
Setup Utility then uses this information to create a new printer queue, and then
adds the printer to the list when you click Add.
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Installation

Note: On Mac OS 10.10 and later, Secure Airprint may be selected by

default.
Add Printer
act o
=y | — Q
Default F: IP Windows Search

Printer Name A Kind
10.10.11.124 @ Kevin’s Mac mini Bonjour Shared q
50-30C-KMC-360E Bonjour
50-30C-KMC-3610 Bonjour
hp color Laserjet 4600 [E66F1D] Bonjour
HP Color Laserjet CP3525 [894A69) Bonjour
HP Color LaserJet CP4005 PS @ YASUHIDE-XP-760.ktd.com Bonjour Shared
KM1901DD Bonjour

KM19FFD2 Bonjour

..............

Name: No Selection
Location: No Selection

Print Using:

Add

For better printing support, it is recommended to use Line Printer Daemon
(LPD) for the protocol. To add an LPR printer that uses IP, enter the printer’s
DNS host name or IP address and then select the appropriate model from the
Print Using menu. The matching PPD for the printer is automatically selected

by the OS.
Add Printer
2 @ & a
Default Fax IP Windows Search
Protocol: | Line Printer Daemon - LPD 44
Address: Lj
Enter host name or IP address.
Queue: vl

Leave blank for default queue.

Name: No Selection
Location: No Selection

Print Using:

Add

Note: Installable options must be set manually after you switch to PCL mode.

Switching to PCL Mode
After you install the driver and add at least one printer, you can switch the driver
to PCL Mode.
1. Open System Preferences > Select PDL.
2. Select a printer from the Printers list.
3. Select PCL from the Page Description Languages drop-down menu.
4. Click Apply.
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Installation

<
Printers
7o Name: OLIVETTI d-Color MF 2001
Location:
ﬁ Kyocera TASKalfa )
7551c¢i(J) Kind: OLIVETTI d-Color MF2001 (KPDL)
Status: Idle
PDL
ﬁ olivetti d-copia
3001mf Page Description Languages: PCL C
&5 OLIVETTId-COPIA
4200MF
Restart the application for the changes to take effect.
ﬁ olivetti dcolor p2226
plus
ﬁ OLIVETTI pgl 2030 Apply

Configuring Installable Options
After you switch the driver to PCL mode, you can set up the installable options
for the printer.
1. Click Print & Fax from System Preferences.
2. Select a printer from the Printers list.
3. Click Options & Supplies.
4. Click the Driver tab to modify the installable options.

| General !@ Supply Levels |

Print Using: | OLIVETTI Generic Color A3 PCL 5

To take full advantage of your printer's options, confirm that they are accurately shown
here. For information on your printer and its optional hardware, check the printer's
documentation.

Paper feeders: | Not installed a

Punch unit

Folding unit

Document finisher: | Not installed :

Optional disk: | Hard disk 3|

| Cancel | | OK |
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2 PDL Switch Tool

Once the driver package is installed, the PDL switch tool appears in the System
Preferences dialog under Other > Select PDL. The PDL switch tool only works
with Mac Driver 4.0 and the models supported by the driver.

e 00 System Preferences
(1> (showai ]
Personal
—— 3 a
@ ‘ @
= & M @ @ o
General Desktop & Dock Mission Language Security Spotlight Universal
Screen Saver Control & Text & Privacy Access
Hardware
= — - a
- : o JR

CDs & DVDs Displays Energy Keyboard Mouse Trackpad Print & Scan Sound
Saver

Internet & Wireless

84 @ B & 0 @

iCloud Mail, Contacts  MobileMe Network Bluetooth Sharing
& Calendars
System
o ( S’ 4:}
Users & Parental Date & Time Software Speech Time Machine Startup Disk
Groups Controls Update
Other

DL

Select PDL

PDL Switch Preference Pane

The PDL Switch preference pane is made up of 3 main components: Discovery,
Device Status, and PDL Control.

Discovery

The Printers list displays the printers discovered by the driver. The current
printer is selected.

Device Status

The upper section shows the properties of the selected printer, including its
current status.

PDL Control

The lower section allows you to modify the PDL. After switching the PDL, all
open applications need to be restarted for the changes to take effect.
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PDL Switch Tool

<
Printers
7o Name: OLIVETTI d-Color MF 2001
Location:
ﬁ Kyocera TASKalfa .
7551ci(J) Kind: OLIVETTI d-Color MF2001 (KPDL)
Status: Idle
PDL
ﬁ olivetti d-copia
3001mf Page Description Languages: KPDL <
ﬁ OLIVETTId-COPIA
4200MF
Restart the application for the changes to take effect.
ﬁ olivetti dcolor p2226
plus
ﬁ OLIVETTI pgl 2030 Apply

Switching between KPDL, PDF, and PCL Modes

The following steps describe how to switch between KPDL, PDF, and PCL

modes.

1. Open System Preferences

> Select PDL.

2. Select a printer from the Printers list.

3. Select KPDL, PDF, or PCL from the Page Description Languages drop-

down menu.
4. Click Apply.
<
Printers
799101 Name: OLIVETTI d-Color MF 2001
Location:
ﬁ Kyocera TASKalfa 4
7551c¢i(J) Kind: OLIVETTI d-Color MF2001 (KPDL)
Status: Idle
PDL
ﬁ olivetti d-copia
3001mf Page Description Languages: KPDL <
ﬁ OLIVETTI d-COPIA
4200MF
Restart the application for the changes to take effect.
ﬁ olivetti dcolor p2226
plus
ﬁ OLIVETTI pgl 2030 Apply

Uninstalling the PDL Switch Tool

The PDL switch tool can be uninstalled from System Preferences.

1. Open System Preferences.

2. Right-click the Select PDL icon and then click Remove “Select PDL”

Preference Pane.

2-2
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3 PCL Mode Features

Print Dialog

The Print dialog appears when you select Print from the File menu of an
application. The Print dialog has some settings panes provided by the OS and
can also be extended to allow for third-party customization.

Standard Panes for PCL Mode (Raster Driver)

The printing system uses information from the PPD file to populate many of the
model-specific features in these panes located at the bottom of the Print dialog.
Actual selections vary by OS.

Layout Pane

The Layout pane provides settings for pages per sheet, border, and duplex.

Printer: | 10.10.31.224 Al
Presets: | Default Settings sl
Copies: |1 |_| Two-Sided
Pages: (¢ All
(_JFrom: |1 to: |1

Paper Size: | US Letter %+ | 8.50 by 11.00 inches

Orientation: ti‘ 'I-‘

| Layout —
Pages per Sheet: | 1 =
Layout Direction .,i :}1 i\ﬂ
44 | 4 ] 1ofl > ]
Border: | None =
Two-Sided: | Off v
__| Reverse page orientation
_| Flip horizontally
(2) | PDF Hide Details | Cancel | | Print |

Paper Handling Pane

The Paper Handling pane provides settings for destination paper size after
scaling.

MAC DRIVER 4.0 (PCL MODE)



PCL Mode Features

Printer: | 10.10.31.224 )
Presets: | Default Settings =
Copies: |1 [ Two-Sided
Pages: (*) All
— ~ 1
(_JFrom: |1 to: |1
Paper Size: | US Letter % | 8.50 by 11.00 inches
Orientation: @
| Paper Handling v

(¥ Collate pages

Pages to Print: | All pages =
B S Page Order: | Automatic Al
(eal <) 1ofl [ » IpM]) =
|_IScale to fit paper size
Destination Paper Size: | Suggested Paper: US Letter
Scale down only
(?) | PDF v | | Hide Details | | Cancel | | Print |

Paper Feed Pane

The Paper Feed pane provides settings for selecting the paper input tray.

Printer: | 10.10.31.224 +)
Presets: | Default Settings aal
Copies: |1 [ Two-Sided
Pages: () All
= —
(_)From: |1 to: |1
Paper Size: | US Letter + | 216 by 279 mm
Orientation: @
| Paper Feed gl
(*) All Pages From: | Auto Select s

() First Page From: = Auto source selection

(et | « lofl > () Remaining From: Auto source selection

(2) [PDF | [ Hide Details | [ Cancel | [ Print |

Cover Page Pane

The Cover Page pane provides settings for printing a cover page with
predefined types and/or billing information.
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PCL Mode Features

|l < )

Printer: | 10.10.31.224 3
Presets: | Default Settings N
Copies: |1 [] Two-Sided
Pages: () All
(From: |1 to: |1
Paper Size: | US Letter + | 8.50 by 11.00 inches
= 5
Orientation: m ti
| Cover Page :

Print Cover Page: lé'None
() Before document
() After document

Cover Page Type: | standard

Billing Info:

(2) [PDF v| [ Hide Details |

Print Panel Pane

[ Cancel | |_Print |

The Print Panel pane allows users to launch the external Print Panel
application directly from the Print dialog, modify print settings, and apply the

settings to the current print job.

(2) [ PDF | [ Hide Details |

Printer: | File Printer 2 s
Presets: | Default Settings ™
Copies: |1 [ Two-Sided
Pages: () All
(From: |1 to: |1
Paper Size: | US Letter 3| 216 by 279 mm
T [N
Orientation: m 't
| Print Panel s
Settings...
| Cancel | | Print

MAC DRIVER 4.0 (PCL MODE)



Printer Pane

4 Print Panel Application

The Print Panel application is the main part of Mac Driver 4.0. Users can
modify, save, and load permanent or temporary print settings. It can be
launched from the Launchpad or from the Print dialog.

The Printer pane displays all installed Mac Driver 4.0 printer instances. Users
can use this pane to choose a printer, and change print settings and installable
options. When launched from the Print dialog, this pane is hidden, as settings
can only be set for the current printer in the Print dialog.

S Printer Printer Destination Status

OLIVETTI d-Color MF 2001  dnssd://OLIVETTI%20d-C... Idle
." ‘ olivetti d-copia 3001mf dnssd://[NM47CE79._print... Idle
Basic OLIVETTI d-COPIA 4200MF dnssd://OLIVETTI%20d-C... Idle

olivetti dcolor p2226 plus  dnssd://Kyocera%20TASK... Idle
E Layout OLIVETTI pgl 2030 file:/tmp/olivetti.ps

'" Finishing

@] Imaging Installed options
Paper feeders:
= Not installed

Punch unit

Folding unit
Document finisher:
Not installed
Optional disk:
Hard disk

Iltem Detail
» Basic
» Layout
» Imaging
— » Job
PCL
About ? Apply Cancel OK
4-1 SETUP GUIDE



Print Panel Application

Basic Pane

The Basic pane contains the most commonly used features, including Source,
Media type, Duplex, and Color.

‘ g Printer

Source: Duplex: Off
." : Auto source selecti... Am=IC
Basic 5
Media type: — g
E Layout Unspecified <

Destination: Color: Full color

'" Finishing Printer settings - EI @

@] Imaging

— Iltem Detail
= » Basic
» Layout
E » Finishing
» Imaging
» Job
PCL
About ? Apply Cancel oK

Layout Pane

The Layout pane contains Booklet.

MAC DRIVER 4.0 (PCL MODE) 4-2



Print Panel Application

\ g Printer Booklet: Off

.|| Basic — p—

@ Layout Booklet fold

." Finishing

B imaging

Iltem Detail
» Basic
> Layout
|§| ¥ Finishing
> Imaging
» Job
PCL
About ? Apply Cancel OK

Finishing Pane

The Finishing pane supports Staple, Punch, Tri-Fold/Bi-Fold, and Rotate
180°.
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Print Panel Application

= priner
Wl sasic

:

‘ B Layout
B Finishing
B imaging

&l Job

B | —

Iltem Detail
» Basic
> Layout
¥ Finishing
¥ Imaging
Resolution 600 dpi
Color Full color
» Job
PCL
Apply Cancel OK

About

Imaging Pane

Separation: Off Staple:

T—: ‘ 7 Position:

Tri-Fold:

<>

— Center

Sheets per group:
Off

Print side:

First page oninside ¢ — SR

Direction of fold: ,Ig 2 holes (US)

<>

Right to left / Botto...

Number of sheets: Finishing edge:

Fold every 1sheet ¢ |:‘
Off

<>

— Number of sheets: Rotate 180°: Off
§ Fold every 1sheet ¢ E @

The Imaging pane allows users to set color mode and resolution.

MAC DRIVER 4.0 (PCL MODE)
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Print Panel Application

Job Pane

S Printer F Print quality: Color: Full color
DEF

ABC
Ghi| Trapping:
B sasic Printer settings 2
|

E Layout Gloss mode
Adjustment:

CIE optimization:

'" Finishing

Printer settings .
Color reproduction:

. Halftone screen:
ﬂ] Imaging Printer settings <
Printer settings

<>

. Color conversion:
ﬁ Job Resolution:

600 dpi

Printer settings °

KIR

EcoPrint: Off Print grays with black toner

Composite overprint

Iltem Detail
-y > Basic
- e
”,’o""“ -t > Layout
E ,o",’ﬂ"‘“e —~ » Finishing
PO > imagig
C LA > Job
,‘f»'/;‘»’ »®
Y
. g
o's
oBe
wleteie’
PCL
About ? Apply Cancel OK

The Job pane supports features for Job settings, Job name, Job accounting,
and User Login.

4-5
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Print Panel Application

S Printer Job settings: Job name:
|

_ Type: o Application defined
." Basic - Printer settings ,' :

Custom
E Layout

'" Finishing Job accot:::t;r;lgj:m o Replace existing file ¢

<>

Application defined

Overwrite job name:

@] Imaging Job e-mail notification:

il Job L <
User Login:
Use specific name
Name:

Password:

¢ Prompt for name

Iltem Detail
» Basic
—_—
> Layout
—_— > Imaging
_— » Job
PCL
About ? Apply Cancel OK

About Dialog

The About dialog can be displayed by clicking the About button on the left
bottom corner of the Print Panel application. It displays version and copyright
information of the Print Panel application.

MAC DRIVER 4.0 (PCL MODE) 4-6



Print Panel Application

Print Panel

©2017 KYOCERA Corporation, KYOCERA Document Solutions Inc.

Supported Print Features

The following table lists all the print features supported by the driver. Default
settings are indicated with an asterisk (*).

Color Mode (for color models | Color*
only)
Black & White
Resolution 300 DPI (for monochrome models only)

600 DPI*

— continued
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Print Panel Application

Media type

Unspecified*
Auto media selection
Plain
Transparency
Preprinted
Labels

Bond
Recycled
Vellum
Rough
Letterhead
Color
Prepunched
Envelope
Cardstock
Coated

Thick

High quality

Custom type 1-8

Booklet

Off*
Left edge binding

Right edge binding

Print side (Tri-Fold only)

Off*
First page on inside

First page on outside

Direction of fold (Tri-Fold only)

Off*
Right to left / Bottom to top

Left to right / Top to bottom

— continued
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Print Panel Application

Number of sheets

Off*

Fold every 1 sheet

Fold every 5 sheets

Staple

Off*

Center

Front

Rear

Booklet Stitch

Sheets per group

Off*

Staple every 2 sheets

Staple every 65 sheets (70 for JA models)

Punch method

Off*

2 holes (US)
2 holes (EUR)
3 holes

4 holes

Rotate 180°

Off*

On

Job settings

Printer Settings™*
Collate
None

Private Print

Job accounting

(By default, this feature is not enabled)

Account ID

User Login

(By default, this feature is not enabled)
Use Specific Name

Prompt for Name

SETUP GUIDE



5 PCL Comparison with KPDL

In the following table, "X” indicates that the feature is fully supported by the
driver and “O” indicates a limited feature. Actual selections vary by device

model.

Mac 4.0 Drivers PCL Raster Driver KPDL Driver
Basic Features

Source X X

Border line X X

Paper size X X

Custom print size Min: Min:

Height = 5.85in./148.6 mm
Width = 3.85in./97.8 mm
Max (A3/Ledger models):
Height =48in./1219.2 mm
Width = 11.69 in./297 mm
Max (Ad/Letter models):
Height = 14 in./355.6 mm
Width = 8.5in./215.9 mm

Height = 5.85in./148.6 mm
Width = 3.85in./97.8 mm
Max (A3/Ledger models):
Height =48in./1219.2 mm
Width = 11.69 in./297 mm
Max (Ad/Letter models):
Height = 14 in./355.6 mm
Width = 8.5in./215.9 mm

Pages per sheet X X
Duplex X X
Collate X X
Scale to fit X X
Cover page (System

Provided) X X
Destination X
Media type X X
Banner print X
Layout Features

Booklet X X

— continued
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PCL Comparison with KPDL

Mac 4.0 Drivers

PCL Raster Driver

KPDL Driver

Booklet fold

X

Finishing Features

Offset jobs

Rotate copies

Tri-Fold/Bi-Fold

Print side

Direction of fold

Number of sheets

Staple

Sheets per group

Punch method

X X [X |X X [X [|X

Finishing edge

Rotate 180°

X X [X X X |[X [X |X [X [X |X

Imaging Features

Color mode

Gloss mode

Resolution

Color reproduction

X |IX [X |X

Print grays with black
toner

Halftone screen

EcoPrint

Color conversion

Trapping

KIR

CIE Optimization

Composite Overprint

X X [X X X [X |X |X

Adjustment Features

— continued
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PCL Comparison with KPDL

Mac 4.0 Drivers PCL Raster Driver KPDL Driver
Monochrome

adjustment

(Lightness, Contrast) X

Color adjustment
(HSL) X

Color adjustment
(Color Balance) X

Publishing Features

Cover mode X
Transparency

interleaving X
Page insert X

Job Features

Job name X X
Overwrite job name | X X
Job settings 0] X
Job email notification X
Job Accounting Features

Account ID X X
User Login Features

Use specific name X X
Prompt for name X X
Watermark Features

Super watermark X
Watermark X
Stamp X
Installable Options

Paper feeder X X
Duplex unit X
Document finisher X X
Mailbox X
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PCL Comparison with KPDL

Mac 4.0 Drivers PCL Raster Driver KPDL Driver
Multi tray X
Punch unit X X
Folding unit X X
Job separator X
Optional disk X X
Memory X
Fonts
System fonts X X
Device fonts
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